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^PHE  Ck  urcli  of  iSt.  Catkenne  o  fS  lenna, 
East  68tli  Street,  tdewYork  City. 
Wilf  rid  Ed  wards  Anthony,  Architect. 

Tile  soft  mellow  tones  of  ^Metropolitan 
Arckitectural  Face  Brick,  tinted  ky  tke 
golden  kglit  of  tke  stained  glass  windows 
produce  a  particularly  pleasing  effect.  XI  re 
center  krick  arckes,  wkile  adding  muck  to 
tke  keauty  of  tke  interior,  are  also  utilita¬ 
rian,  since  tliey  support  tke  roof. 


At  tke  rivli 


right  is  seen  tke  front  elevation 
and  entrance.  For  tke  exterior,  jMLetropok- 
tan  'Georgians,  a  klend  ol  warm  red  sand 
finisk  face  krick,  were  used. 


ilt 


'f' 


-  10 


MLty I  NT 


k.  I  C1GR.Y 


■  ■ 


\ 


3  = 


WILFRID  EDW? 

'  ARCHI’ 


DLCC 
O  OD 


Kt  ld 

I  L  I  N 


3*-o  “ _ ,  IQ  , _ 3-fl" 


-  » _ 3,-q,‘ 


a 


BE 


"1‘  1  1  I  1 


=n=m 


.ii.  I  "r 


A 


THRV-NAVE 


TOWARDS 
NARTHEX 
'AND- 
MAIN 
ENTRANCE 


i.  -i: 


■?= 


;  .  ' 


»• •  ~ »  .  » 


tn.mu.il  in 


GRY  * 


i  ■  *  !  ~ — r~ 


-r1  i- 1  i  1  i  ‘  i  ‘(j-1  r-‘-r  1  i  1  i  1  i  1  i^1  I  1  i  1  i  1  i  1  i  1  i  *~i — r 


t  .1 ‘i: 


l  i 


i  i  i  i  i,  r 


:r77: 


111  JZ 


jfc 


T-7-r 


~r~x 


stc)m 


I  'i 


i,r 


& 


TOWER. 


View  of  tlie  interior  taken  from  the  narthex.  «»  Tliere  is 
no  finer  material  for  ecclesiastical  architecture  than  hrick. 
Here  the  colors  and  texture  of  the  hrick  have  heen  used  to 
the  fullest  advantage  to  express  quiet,  reverence,  and  heauty. 


MATERIALS 

THE  CHURCH  OF  ST.  CATHERINE  OF  SIENNA 

NEW  YORK  CITY 


FACE  BRICK—  Exterior,  .Metropolitan  “Georgian” 

blend.  Interior,  .Metropolitan  light  “Barbizon’  blend.  Special 
shapes  to  match  in  texture  and  color. 

Specifications  read,  in  part,  "All  face  brick  throughout  interior  and  ex¬ 
terior  shall  he  selected,  new,  best  hard  burned  face  brick  equal  to  sample 
filed  -with  the  architect.  All  face  work  is  to  he  laid  in  stretcher  courses, 
with  every  sixth  course  a  header  course,  and  the  joints  struck  flush. 
The  bond  generally  is  to  he  irregular  in  each  course,  that  is,  accidental 
headers  or  clipped  brick  are  to  he  introduced  into  stretcher  and  header 
courses  respectively,  so  as  to  prevent  vertical  joints  in  alternate  courses 
coming  directly  above  one  another.  Brick  set  slightly  in  front  of  or 
behind  the  face  of  the  wall  will  he  desirable.  Just  before  the  mortar  begins 
to  harden  the  joints  are  to  he  rubbed  with  a  pointing  tool  and  a  stiff 
bristle  brush  so  as  to  obtain  a  slightly  concave  joint  with  a  slightly  rough 
texture.  The  joints  are  to  he  approximately  %"  wide — vary  slightly.” 

EXTERIOR 

Roof-sh  ingle  tile;  Tower  roof  and  steeple — lead  covered 
copper;  V^eatliervane — bronze  with  enamelled  shield;  "Win¬ 
dows — leaded  glass  in  variegated  shades  of  amber;  Sasli — steel; 


Entrance  Doors  —  wood;  Gutters  —  copper;  Steps  —  granite. 

INTERIOR 

NARTHEX:  Walls-  brick;  Ceiling  —  exposed  concrete; 
Floor  —  quarry  tile;  Sill — granite. 

NAVE:  Whlls —  brick;  Ceiling  —  plaster  beams,  celo- 
tex  panels;  Floor  —  quarry  tile;  "Window  Stools  —  brick. 

CHAPELS:  Walls  — wavy  plaster;  Ceilings  —  wavy  plaster; 
Floors  —  marble. 

C  ON  F  ES  S  I ONALS  :  V^alls — wavy  plaster;  Ceilings  — 
wavy  plaster;  Floors  —  slate. 

CHANCEL:  V^alls  —  brick;  Ceiling  —  plaster  beams, 
acoustic  panels;  Floor — marble;  Trim — oak;  "W indow  Stools 
— brick;  Credences — stone. 

SACRISTIES:  Walls  —  wavy  plaster;  Ceilings — wavy 
plaster ;  Floors  —  quarry  tile  ;  Trim  —  oak. 

CHOIR  GALLERY:  "Whlls —  brick;  Ceiling — plaster 

beams,  acoustic  panels ;  Floor — yellow  pine;  Doors — leather 
covered. 


The  Lady  Altar  at  the  right  of  chancel. 
Note  brick  doorway  at  left. 


The  face  brick  apse  provides  an  admirable 
background  for  the  gorgeous  reredos. 


npHE  ci  lurch  of  St.  Catherine  of  Sienna 

is  an  excellent  example  of  what  can  he 
achieved  through  the  tasteful  use  of  face 
hnc  k.  Tlie  color  and  texture  of  the  Rketro- 
politan  Architectural  Face  Brick  used  were 
selected  carefully  from  numerous  samples 
supplied.  So  unusual  were  the  effects 
achieved  that  only  hy  an  inspection  of  the 
hull  ding  itself  can  they  he  truly  appreciated. 
Even  the  direct  color  photography  shown 
on  page  two  of  this  brochure  does  not  do 
justice  to  the  building. 

M.any  special  brick  shapes,  a  few  of  which 
are  shown  on  the  center  page  drawing  were 
required.  T1  lese,  Aketropolitan  executed  m 
exact  and  colorful  conformity  to  the  archi¬ 
tect  s  drawings. 

Metropolitan  ceramic  engineers  are  always 
at  the  service  of  architects.  They  wish  to 
help  you  use  brick  in  new  ways.  They  will 
help  you  overcome  many  of  the  present 
limitations  on  color  and  textures.  I  hey  will 
show  you  how  Metropolitan  is  peculiarly 
fitted  to  produce  unusual  and  intricate 
special  shapes.  Or,  if  you  are  interested  m 
low  cost  buildings,  they  will  show  you 
D  u-  Bilk,  a  double  brick  unit  which  pro¬ 
vides  masonry  walls  at  the  cost  of  frame 
construction.  WAte  for  information  on  any 
phase  of  brickwork. 


Detail  of  tuilt-m  stone  and  trick 
pulpit.  (See  drawing  on  page  4) 
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